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May 6, 2016 
 
Halifax Water 
c/o Josh DeYoung, P.Eng. 
450 Cowie Hill Road 
Halifax, NS 
 
From: Geoff MacLean, P.Eng.           File No. 1‐7‐196 (31736) 
 
Re:  651 Portland Hills Drive, Dartmouth – Wastewater Lateral Size Confirmation 
 
Project Summary: 

  Lot Commercial Office/Retail Residential 

Area (Imperial)  +/‐80,435 SF +/‐14,791 SF ‐ ‐ 

Area (metric)  +/‐ 0.747 ha +/‐1,374 m2 ‐ ‐ 

Total  +/‐ 0.747 ha +/‐1,374 m2 69 Units 

  *Based on summary report provided by WM Fares. 

References: 
1. Halifax Water (HW) Design & Construction Specifications (2014 Edition), Section 5.2.1: 

 Q = [1.25 x (a x M)] + b  Where;  
Q = Sanitary sewer flow. 
1.25 = Safety Factor. 
a = Average dry weather flow.  
M = Peaking factor using Harmon Formula; M = 1 + [14 / (4 + P0.5)] 
b = Long‐term infiltration/inflow allowance. 
P = Population in thousands 

 Residential Average Dry Weather Flow:   330 L/day per person 

 Multi‐Unit Dwelling Population:     2.25 people per unit 

 Infiltration allowance:       0.28 L/hagross/s 

2. Atlantic Canada Wastewater Guidelines (AWG) Manual (2006 Edition), Section 2.3: 
 Table 2.1: Average Daily Flows based on establishment type 

o Commercial & Office/Retail Space: 6 L/day per m2 

 Section 2.3.4.2 Population Estimates: 
o 85 people per hagross 

 
 
 



   
 

  

Calculation Summary: 
Population Estimate (P)    

Reference: 
AWG Section 2.3.4.2 Commercial/Office/Retail: 85 people per ha  
HW Section 5.2.1 Residential: 2.25 people per unit 

P = P1 + P2 
P1 = 85 x 1374 m2 x (1 ha/10,000 m2)     = 11.7 people (Commercial component) 
P2 = 2.25 people per unit x 69 Units    = 155.3 people (Residential component) 
P = 11.7 people + 155.3 people       = 167 people (or 0.167) 
 
Peaking Factor (M) 
M = 1 + [14 / (4 + P0.5)]  

M = 1 + [14 / (4 + (0.167)0.5)]      = 4.18 

 
Dry Weather Flow (a) 

Reference: 
AWG Table 2.1: Commercial/Office/Retail: 6 L/day per m2  
HW Section 5.2.1: Residential: 330 L/day per person  

a = a1 + a2 
a1 = 6 L/day per m2 x 1374 m2      = 8,244 L/day (Commercial component) 
a2 = 330 L/day per person x 69 people    = 22,770 L/day (Residential component) 
a = 8,244 L/day + 22,770 L/day      = 31,014 L/day (or 0.36 L/s) 
 

Infiltration (b) 
Reference: 

HW Section 5.2.1: Infiltration allowance: 0.28 L/hagross/s 
Lot Area = 0.747 ha 

b:   0.28 L/hagross/s x 0.747 ha     = 0.21 L/s 
 
Sanitary Sewer Flow (Q) 

Q = [1.25 x (a x M)] + b 
Q = [1.25 x (0.36 L/s x 4.18)] + 0.21 L/s    = 2.09 L/s 
 

Sanitary Lateral Size Confirmation: 
A 200 mm PVC lateral at 1.00% slope has a capacity of 42.6 L/s. With Q = 2.09 L/s, the depth of flow will 
be 30 mm with an average flow velocity of 0.70 m/s.  Based on these values the proposed lateral will 
have sufficient flow capacity while meeting the minimum flow velocity requirements.  For additional 
information or discussion regarding these findings please contact the undersigned. 
 
Regards, 
Servant, Dunbrack, McKenzie & MacDonald Ltd. 

 
Geoff MacLean, P.Eng. 
Project Engineer 
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