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SUBJECT: Case 24276: Substantive Site Plan Approval for 1266 Barrington Street, 

Halifax  
 
 
ORIGIN 
 
Application by ZZap Consulting Inc., on behalf of the property owner, Grafton Developments. 
 
 
LEGISLATIVE AUTHORITY 
 
Halifax Regional Municipality (HRM) Charter; Part VIII, Planning & Development 
 
 
RECOMMENDATION 
 
It is recommended that the Design Review Committee: 
 
1. Approve the qualitative elements of the substantive site plan approval application for a ten-storey 

addition to the Waverley Inn at 1266 Barrington Street, Halifax as shown in Attachment A;  
 

2. Approve the three (3) variances to the Land Use By-law requirements regarding streetwall height, 
upper storey side yard stepback, and ground floor height as contained in Attachment B; 

 
3. Accept the findings of the qualitative Wind Impact Assessment, as contained in Attachment C; and 

 
4. Recommend the Development Officer accept the restoration of the existing heritage building as the 

post-bonus height public benefit for the development as outlined in Attachment D. 
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BACKGROUND 
 
ZZap Consulting Inc., on behalf of Grafton Developments, has applied for substantive site plan approval to 
construct a ten-storey addition to the Waverley Inn at 1266 Barrington Street, Halifax (Map 1 and 
Attachment A). To allow the development, the Design Review Committee must consider the application 
relative to the Design Manual within the Downtown Halifax Land Use By-law (LUB).  
 
This report addresses relevant regulation held within both the Land Use By-law and Design Manual in order 
to assist the Committee in their decision. 
 

Subject Site 1266 Barrington Street, Halifax 
Location Midblock between Morris Street and Harvey Street on the west side of 

Barrington Street 
Zoning (Map 1) DH-1 under the Downtown Halifax Land Use By-law 
Lot Size 1543.4 square metres (16613 square feet) 
Site Conditions Gently sloping upward from Barrington Street and developed as an inn 

and surface parking. 
Current Land Use(s) An Inn (the Waverley Inn) 
Surrounding Land Use(s) A mix of commercial, residential, institutional, and office uses. 

 
Project Description 
The applicant wishes to construct an addition to the Waverley Inn and rehabilitate the existing Inn. The 
details of the proposal are as follows (refer to Attachments A and E):   
 

• 10-storey (approximately 28.13-metre-tall) addition to the existing inn; 
• Approximately 104 guest rooms in addition to the existing 14 rooms; 
• Approximately 32 stackable underground parking spaces; and 
• Rehabilitation of the existing Inn, a heritage resource. 

 
Information about the approach to the design of the building has been provided by the project’s architect 
(Attachment E). 
 
Regulatory Context - Municipal Planning Documents 
With regard to the Downtown Halifax Secondary Municipal Planning Strategy (DHSMPS) and the 
Downtown Halifax LUB, the following are relevant to the proposed development from a regulatory context: 
 

• Zone: DH-1 (Downtown Halifax) 
• Precinct: 2 (Old South Suburb Heritage Conservation District) 
• Pedestrian Oriented Commercial Street: Barrington Street 
• Building Height (Pre- and Post-Bonus): No height requirement 
• Streetwall Setback: Varies from 0-4 metres 
• Streetwall Height: 11 metres 
• Gross Floor Area Ratio GFAR (Pre- and Post-Bonus): Pre-bonus is 2 and post-bonus is 4 
• Landscaped Open Space: Not required 
• Old South Suburb Heritage Resources: 1266 Barrington Street is an Old South Suburb Heritage 

Building/Property 
 
The Design Review Committee (DRC) should note the proposal was reviewed by the Development Officer 
and determined to be in compliance with the above LUB regulations. In addition to the above regulations, 
the Design Manual of the Downtown Halifax LUB contains guidance regarding the appropriate appearance 
and design of buildings (Attachment F).  
 
  



Case 24276: 1266 Barrington Street, Halifax  
Design Review Committee - 3 -                                       October 5, 2022  
 
 
Site Plan Approval Process 
Under the site plan approval process, development proposals within Downtown Halifax Plan area must 
meet the land use and building envelope requirements of the Land Use By-law (LUB), as well as the 
requirements of the By-law’s Design Manual. The process requires approvals by both the Development 
Officer and the DRC as follows: 
 
Role of the Development Officer: 
In accordance with the Substantive Site Plan Approval process, as set out in the Downtown Halifax LUB, 
the Development Officer is responsible for determining if a proposal meets the land use and built form 
requirements contained in the LUB. The Development Officer has reviewed the application and determined 
that it is not in conformance with the following requirements: 
 

• Minimum streetwall height; 
• Mid-rise setback (also known as upper storey side yard stepback); and 
• Minimum ground floor height (also known as land uses at grade). 

 
The applicant has requested three variances to the Downtown Halifax LUB be considered for approval 
through the site plan review process (Attachment B). 
 
Role of the Design Review Committee: 
The Design Review Committee, established under the LUB, is the body responsible for making decisions 
relative to a proposal’s compliance with the requirements of the Design Manual. 
 
The role of the Design Review Committee in this case is to: 
 

1. Determine if the project is in keeping with the design guidelines contained within the Design Manual 
(Attachment F);  

2. Consider the variance requests that have been made pursuant to variance criteria in the Design 
 Manual (Attachments B and F); 

3. Provide advice to the Development Officer if the proposal is suitable in terms of the expected wind 
conditions on pedestrian comfort (Attachment C); and 

4. Advise the Development Officer on the suitability of the post-bonus height public benefit being 
 proposed by the applicant (Attachment D). 

 
Notice and Appeal 
Where a proposal is approved by the Design Review Committee, notice is given to all assessed property 
owners within the DHSMPS Plan Area boundary plus 30 meters. Any assessed property owner within the 
area of notice may then appeal the decision of the Design Review Committee to Regional Council. If no 
appeal is filed, the Development Officer may then issue the Development Permit for the proposal. If an 
appeal is filed, Regional Council must hold a hearing and make a decision on the application. A decision to 
uphold an approval will result in the approval of the project while a decision to overturn an approval will 
result in the refusal of the site plan approval application. 
 
Role of the Heritage Officer 
The Heritage Conservation District (Old South Suburb) Bylaw H-800 requires that a Certificate of 
Appropriateness be obtained for exterior alteration of buildings and structures, including additions, façades, 
roofs, windows, doors, storefronts, signs, awnings, exterior materials, exterior steps and stairs; the 
demolition or removal of buildings and structures that are part of a contributing heritage resource; and the 
construction of new buildings. The Heritage Officer certifies that a proposed development conforms with 
the requirements of Bylaw H-800 and will issue the Certificate accordingly. The approval or denial of the 
Certificate of Appropriateness may be appealed to the Nova Scotia Utility and Review Board pursuant to 
the Heritage Property Act.  
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In the case of this proposal, the application was reviewed by the Heritage Advisory Committee and 
approved by Regional Council on February 8, 2022 under Case H00519. The appeal period ended on June 
6, 2022, and no appeals were received. 
 
 
COMMUNITY ENGAGEMENT 
 
The community engagement process has been consistent with the intent of the HRM Community 
Engagement Strategy and the requirements of the Downtown Halifax LUB regarding substantive site plan 
approvals. The level of engagement was information sharing, achieved through the developer’s website, 
public kiosks at HRM Customer Service Centres, and a Public Open House held on December 20, 2021. 
 
 
DISCUSSION 
 
Design Manual Guidelines 
As noted above, the Design Manual contains a variety of building design conditions that are to be met in 
the development of new buildings and modifications to existing buildings as follows: 
 

• Section 2.2 of the Design Manual contains design guidelines that are to be considered specifically 
for properties within Precinct 2; and 

• Section 3.6 of the Design Manual specifies conditions by which variances to certain Land Use By-
law requirements may be considered.  

 
An evaluation of the general guidelines and the relevant conditions as they relate to the project are found 
in a table within Attachment F. The table indicates staff’s analysis and advice as to whether the project 
complies with the guidelines. In addition, it identifies circumstances where there are different possible 
interpretations of how the project relates to a guideline, where additional explanation is warranted, or where 
the Design Review Committee will need to give attention in their assessment of conformance to the Design 
Manual. Staff have undertaken a detailed review of the proposal, and have identified the following 
discussion items that require further consideration by the Design Review Committee as follows: 
 
Streetwall Design and Pedestrian Streetscapes (Sections 3.1.1(d), 3.2.1(b), 3.2.1(f), 3.2.1(g), 3.2.3(a), and 
3.2.3(b)) 
To enhance the public realm and create pedestrian-oriented streetwall conditions, the Design Manual 
encourages the use of canopies and awnings, frequent windows and doors, retail uses at grade, high levels 
of transparency, and placing buildings at the street edge. These design techniques help create a more 
engaging and animated streetscape. 
 
In this case, the proposed addition has been designed to give the existing heritage resource prominence 
and expand the existing hotel use. The proposed addition is set back from the streetline to limit the impacts 
on the existing heritage resource, as well as to maintain adequate separation between combustible and 
non-combustible materials on the heritage resource and proposed addition. Access to the underground 
parking garage and a recessed pedestrian entrance occupy the majority of the addition’s façade at grade. 
The upper floors minorly cantilever overtop the new recessed pedestrian entrance providing limited weather 
protection for pedestrians. Awnings and canopies are not an appropriate addition to the heritage resource 
nor over the garage entrance. The upper portion of the proposed addition’s streetwall is composed almost 
entirely of clear glass which provides transparency and allows eyes on the street. However, the pedestrian 
level of the addition is an aluminum curtain wall due to the location of the garage entrance. 
 
Although the building design not does strictly meet the Design Manual guidelines with respect to streetwall 
design and pedestrian streetscapes, the building accommodates elements to enhance the pedestrian 
streetscape where possible while still respecting the existing heritage resource and responding to the 

https://cdn.halifax.ca/sites/default/files/documents/city-hall/regional-council/220208rc1572.pdf
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guidelines for development in heritage contexts. Staff advise the design choices for the proposed addition 
contribute to a design that is sympathetic to the heritage context. 
 
Variances 
The applicant is requesting three variances to the quantitative requirements of the Downtown Halifax LUB: 
the minimum streetwall height, the upper storey side yard stepback, and the minimum ground floor height. 
The applicant has outlined each of the variance requests on the plans (Attachment B) and has provided a 
rationale pursuant to the Design Manual criteria (Attachment F).  The staff review of each variance request 
is provided in this section as outlined below. 
 
Variance 1: Streetwall Height 
Sections 9(2) and 9(3) of the LUB set both the minimum and maximum streetwall height at 11 metres along 
Barrington Street. The applicant is requesting to vary the minimum streetwall height on Barrington Street. 
They have requested a streetwall height of 10.87 metres. Section 9(8) of the LUB allows consideration of 
a variance where the relaxation is consistent with the criteria of the Design Manual. 
 
Section 3.6.3 of the Design Manual allows for a variance to the streetwall height requirements subject to 
meeting certain conditions outlined in Attachment F. Of the potential conditions for a variance, this 
application is being considered under the following: 
 
3.6.3 Streetwall heights may be varied by Site Plan Approval where: 

a. the streetwall height is consistent with the objectives and guidelines of the Design Manual; 
and 

c. the streetwall height of abutting buildings is such that the streetwall height would be 
inconsistent with the character of the street. 

 
The proposed variance to the minimum streetwall height is requested to keep the streetwall height of the 
proposed addition consistent with the cornice line of the existing building, which is a contributing heritage 
resource. The variance helps the design adhere to the Heritage Design guidelines, specifically section 
4.4.2(a) which provides guidance for development proposed for a site where a heritage resource exists. 
This section stipulates the development should maintain the same or similar cornice height to create a 
consistent streetwall height. Section 3.2.1(d) of the Design Manual says that in areas of contiguous heritage 
resources, streetwall height should be consistent with heritage buildings. The lower streetwall design helps 
bring consistency and transition to the Waverley Inn and the lower cornice lines of the other Old South 
Suburb Heritage Buildings immediately to the north on Barrington Street. The proposed streetwall height is 
in keeping with the intent of the Design Manual in addition to being minor relative to the standard of the 
Land Use By-law. Staff recommends approval of the variance for the minimum streetwall height. 
 
Variance 2: Upper Storey Side Yard Setback 
Section 11(2.4) of the LUB requires that above a streetwall height of 18.5 metres, the mid-rise portion of a 
building shall have a setback from interior lot lines of no less than 3 metres. This setback is not required for 
the south side lot line on the subject site. The applicant is requesting an upper storey side yard setback 
variance of 0.7 metres on the north side of the building. Section 11(2.4) allows consideration of a variance 
where the relaxation is consistent with the criteria of the Design Manual. 
 
Section 3.6.6 of the Design Manual allows for variances to the upper storey side yard setback subject to 
meeting certain conditions outlined in Attachment F. Of the potential conditions for a variance, this 
application is being considered under the following: 
 
3.6.6 The setback requirements of this section may be varied by Site Plan Approval where: 

a. the upper storey side yard stepback is consistent with the objectives and guidelines of the 
Design Manual; and 

b. where the height of the building is substantially lower than the maximum permitted building 
height and the setback reduction is proportional to that lower height. 
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View Plane 8 extends across the subject site and limits the maximum height of the addition. As a result, the 
maximum floor area ratio that can be achieved is also limited. A floor area ratio of 4.00 is permitted on the 
site, but the maximum floor area ratio that can be achieved is 3.68. This translates to a 5,316 square foot 
smaller addition. The applicant is requesting to vary the upper storey side yard setback to recover 2,000 
square feet of floor space lost to the height restriction. Staff advise the proposed setback does not detract 
from the heritage resource and keeps the proportions of the addition symmetrical, therefore staff 
recommends approval of the variance for the upper storey side yard setback.  
 
Variance 3: Ground Floor Height 
Section 8(13) of the LUB requires the ground floor of a building, excluding a parking garage, that has access 
at the streetline have a floor-to-floor height of no less than 4.5 metres. The applicant is requesting a ground 
floor height of 3.66 metres for the proposed addition. Section 8(13B) of the LUB allows consideration of a 
variance where the relaxation is consistent with the criteria of the Design Manual. 
 
Section 3.6.15 of the Design Manual allows for variances to the minimum floor-to-floor height for the ground 
floor of a building subject to meeting certain conditions as outlined in Attachment F. Of the potential 
conditions for a variance, this application is being considered under the following: 
 
3.6.15 The minimum floor-to-floor height for the ground floor of a building having access at the streetline 

or Transportation Reserve may be varied by Site Plan Approval where: 
a. the proposed floor-to-floor height of the ground floor is consistent with the objectives and 

guidelines of the Design Manual; and 
b. the proposed floor-to-floor height of the ground floor does not result in a sunken ground floor 

condition; and 
e. in the case of a new building or an addition to an existing building being proposed along a 

sloping street(s), the site of the proposed new building or the proposed addition to an existing 
building is constrained by sloping conditions to such a degree that it becomes unfeasible to 
properly step up or step down the floor plate of the building to meet the slope and would thus 
result in a ground floor floor-to-floor height at its highest point that would be impractical. 

 
The proposed variance to the ground floor height has been requested for several reasons; two reasons for 
why the ground floor of the addition could not be lowered and one reason why it could not be raised to meet 
the requirement. If the ground floor was lowered, there would be insufficient clearance to access the 
underground parking entrance. As well, the internal connection between the existing building and the 
addition would have to be ramped to meet accessibility requirements of the building code. However, there 
is insufficient space to meet the requirements and the floor cannot be ramped. On the other hand, the floor 
height cannot be raised because where the new addition connects with the existing building would impact 
the cornice detailing of the exiting Inn’s breakfast room. The project is restoring the heritage detailing of the 
Waverley Inn and raising the ground floor height would impede the restoration of the breakfast nook. Due 
to all of these reasons, staff recommends approval of this variance. 
 
Post-Bonus FAR Public Benefit 
The Downtown Halifax LUB specifies a maximum pre-bonus and post-bonus floor area ratio. Projects that 
propose to exceed the maximum pre-bonus floor area ratio are required to provide a public benefit. The 
LUB lists the required public benefit categories and establishes a public benefit value. The applicant is 
requesting to use the costs associated with restoring the contributing heritage resource as their public 
benefit. Section 12(6.1) of the LUB details how to calculate the required public benefit within Precinct 2. 
The applicant is requesting an additional 2,915.99 square metres of floor area resulting in a total required 
public benefit of $150,465.24. 
 
The Design Review Committee’s role is to review and recommend to the Development Officer whether a 
proposed public benefit should be accepted by the Municipality. With this, the final cost estimates of 
providing the public benefit will be determined and an agreement with the Municipality will be prepared for 
Regional Council’s consideration at the permit approval stage, however preliminary cost estimates have 
been provided in Attachment D. 
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Wind Assessment 
A Qualitative Wind Impact Assessment was prepared by Fathom Studio for the project and is included in 
Attachment C. The need for the assessment results from the overall height of the building being greater 
than 20 metres. Its purpose is to determine whether the site and its surroundings will be safe and 
comfortable for pedestrians once the new addition is constructed. The assessment submitted for this 
proposal anticipates the proposed addition will in some cases improve the wind conditions on Barrington 
Street. However, there will be stronger winds at the roof level of some nearby buildings to the north and 
some down-wash winds onto the 2-storey podium on the addition when winds come from the north. As well, 
there will be infrequent windier conditions on the west side of Barrington Street when the winds come from 
the south. Based on the results of this wind assessment, there were no recommended design treatments 
required to mitigate wind impacts.  
 
Conclusion 
Staff advise that the proposed ten-storey addition to the Waverley Inn meets the objectives and guidelines 
of the Design Manual. It is, therefore, advised that the substantive site plan approval application be 
approved as per the Recommendation section of this report. 
 
 
FINANCIAL IMPLICATIONS 
 
There are no financial implications. The HRM costs associated with processing this planning application 
can be accommodated within the approved 2022-2023 operating budget for C310 Urban & Rural Planning 
Applications. 
 
 
RISK CONSIDERATION 
 
There are no significant risks associated with the recommendations contained within this report.  
 
 
ENVIRONMENTAL IMPLICATIONS 
 
No environmental implications are identified.  
 
 
ALTERNATIVES 
 
1. The Design Review Committee may choose to approve the application with conditions. This may 

necessitate further submissions by the applicant, as well as a supplementary report from staff. 
 
2. The Design Review Committee may choose to deny the application. The Committee must provide 

reasons for this refusal based on the specific guidelines of the Design Manual. An appeal of the Design 
Review Committee’s decision can be made to Regional Council. 
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ATTACHMENTS 
 
Map 1   Location and Zoning   
 
Attachment A Site Plan Approval Plans 
Attachment B  Variance Requests  
Attachment C    Wind Assessment 
Attachment D    Public Benefit Cost Estimates 
Attachment E    Design Rationale 
Attachment F    Design Manual Checklist 
Attachment G   Supplementary Drawings 
_____________________________________________________________________________________________ 
 
A copy of this report can be obtained online at halifax.ca or by contacting the Office of the Municipal Clerk at 
902.490.4210. 
 
Report Prepared by: Meaghan Maund, Planner III, 902-233-0726 
                                                                
_____________________________________________________________________________________________ 











































Proposed Infill

SHEARWATER, NS WIND DATA

This wind assessment analyzes the probable qualitative 

wind impacts on surrounding properties and public spaces 

as a result of the proposed development. Wind data was 

gathered from RCAF Shearwater, NS between 2007 and 

2019 to understand the intensity, frequency, and direction 

of winds at the proposed site. The resulting diagrams (Fig. 

3) shows the highest and most frequent wind speeds ag-

gregated annually and then monthly using representative

months for the 4 seasons. For this analysis we chose rep-

resentative months in the middle of the season (Feb for

winter, July for summer, April for spring and Oct for fall). In

Halifax, the coastal conditions bring winds from many dif-

ferent directions throughout the year resulting in prevail-

ing winds mostly from south and southwest in the summer

and from the west to the north in the winter.

ANNUAL WIND AGGREGATED (FIG 3.1):
On an annual basis, winds are relatively infrequent (36% 

of all winds) between on the eastern semi-circle (the north 

and clockwise to the south semi-circle at about 10-170 de-

grees) and only 6% of winds from these easterly directions 

exceed 15 mph. In the annual western semi-circle (170-360 

degrees) 59% of the wind comes from the western semi-cir-

cle north to the counterclockwise south quadrants (10.5% 

of winds from this direction exceed 15 mph). Over the year, 

the prevailing wind in Shearwater comes primarily from 

the south to west directions and secondly from the west 

to north directions. The annual average wind speed is 10.5 

mph. Importantly, wind directions and wind speeds change 

significantly throughout the year. It is important to analyze 

the wind impacts in all four seasons.

2

WAVERLY INN: WIND STUDY

FIG 2. AERIAL PHOTO LOOKING SOUTH-WEST
The figure shows the context of the proposed infill 
with the surrounding neighbourhood.
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Fig 3.2 Winter (Feb)

49.5%
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36% of the time (only 6% of winds 
from this direction exceed 15 mph)

59% of the time (10.5% of winds 
from this direction exceed 15 mph)

Fig 3.3 Spring (apr)
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Fig 3.5 Fall (Oct)

Fig 3.4 Summer (Jul)
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FIG 3. SEASONAL WIND
Sydney Airport Wind Conditions 2007-2019
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WINTER WINDS (FIG 3.2 & FIG 4):
In the winter, prevailing winds come mainly from western 

directions (180-350 degrees) 62% of the time. The strong-

est winds come from the north-west. In the western direc-

tions 10% of the wind range between 15-20 mph. 8% of the 

wind in these same directions exceed 20 mph. Prevailing 

winds from the eastern directions (10-170 degrees) 29% of 

the time. These winds are less strong than from the west. 

3.5% of eastern prevailing wind range between 15-20 mph.  

As well, only 3% of the eastern wind exceed 20 mph. The 

winter months are the least thermally comfortable in Hali-

fax since this season sees the strongest prevailing winds 

out of the year. In the winter, winds greater than 20 MPH 

occurs more frequently than any other season.

SPRING WINDS (FIG 3.3 & FIG 5):
In the spring, the prevailing winds come from various dir-

ections relatively evenly distributed with 23% from the 

north-east quadrant, 24% from the south-east quadrant, 

22% from the north-west quadrant and 24% from the 

south-west quadrant. The strongest winds come from both 

south-west and north-west quadrants with 15-20 mph 

winds occurring 7% of the time and exceeding 20 mph 4.5% 

of the tine. The strongest winds (>20 mph) come from the 

south in the spring. In the spring, like in the winter, 67% of 

the wind exceeds 10 mph making the spring a relatively 

windy season in Halifax. Unlike the winter months, winds 

that exceed 20 mph only occur 9.5% of the time (compared 

to 12% in the winter).
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FIG 4. WINTER WIND DISTRIBUTION
Shearwater Airport Wind Conditions 2007-2019



SUMMER WINDS (FIG 3.4 & FIG 6):
In the summer, wind speeds are by far the lowest com-

pared to the other 3 seasons and the winds originate 

primarily from the south quadrant 49.5% of the time. In 

the summer, wind speeds between 15-20 mph occur only 

3% of the time and exceed >20 mph only 0.5% of the time 

(see Fig 6). Wind speeds less than 10 mph occur 69% of the 

time. Wind from the other 3 quadrants only occur 43% of 

the time and with fairly low wind speeds.   

Generally speaking summer wind speeds are low in Halifax 

and come from the south and south-west directions. 

FALL WINDS (FIG 3.5 & FIG7):
In the fall, the prevailing wind comes from south-western 

quadrant about 32.5% of the time; the north-west quad-

rant has wind 27% of the time; the north-east has wind 

16.5% of the time and wind coming from the south-west 

occurs 16% of the time. The strongest winds come from 

the south-west. 80% of the winds speeds are less than 15 

mph in the fall making Halifax a very comfortable location 

compared to other Canadian cities. Only 5% of all wind ex-

ceeds 20 mph and 10.5% of the wind is between 15-20 mph 

making the fall the second least windy season following the 

summer. 

COMFA MODEL (BROWN AND GILLESPIE, 1995)
Dr. Robert Brown of the University of Guelph developed 

the COMFA model to model human thermal comfort as a 

result of a number of variables including wind speed. Com-

fort is a function of wind speed, temperature, metabolic 

activity level, insulation and permeability value of clothing, 

relative humidity and solar/terrestrial radiation. A person 

can be comfortable in windy conditions if they are active, 
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FIG 5. SPRING WIND DISTRIBUTION
Shearwater Airport Wind Conditions 2007-2019
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FIG 7. OCTOBER WIND DISTRIBUTION
Shearwater Airport Wind Conditions 2007-2019

FIG 6. JULY WIND DISTRIBUTION
Shearwater Airport Wind Conditions 2007-2019



adequately dressed, in the sun and with high relative hu-

midity. 

Human thermal comfort is more pronounced during 

low-activity situations like sitting than during high-activ-

ity situations like running. The model is explained in the 

paper by Brown and LeBlanc (2003). Mr. LeBlanc was also 

the co-author with Dr. Brown in the 2008 ed. “Landscape 

Architectural Graphic Standards”, Microclimate chapter. 

This model is the basis for the theoretical assessment of 

human thermal comfort changes as a result of the building 

explained below.

PEDESTRIAN COMFORT: 
Pedestrian comfort and safety is an important consider-

ation in the design of new developments in downtowns. 

Building height and massing can have considerable im-

pacts on human thermal comfort at the street-level im-

pacting the livability and walkability of neighbourhoods, 

snow loading on adjacent roofs and environmental condi-

tions in neighbourhoods. 

The Beaufort scale is an empirical measure that relates 

wind speed to observed conditions on land and sea. The 

attached Beaufort scale (Figure 7) is a general summary of 

how wind affects people and different activities, and distin-

guishes at what points wind speeds can become uncom-

fortable or dangerous. Wind speed is only one variable of 

human thermal comfort as described below. 

The wind values are represented later in this report using a 

computational fluid dynamics (CFD) model to assess wind 

comfort conditions as a result of this new addition.

Figure 7. Beaufort Scale
2-5 mph 3-8 km/hr calm Direction shown by smoke drift but not by wind 

vanes
5-7 mph 8-11 km/hr light breeze Wind felt on face; leaves rustle; wind vane moved 

by wind
7-10 mph 11-16 km/hr gentle breeze Leaves and small twigs in constant motion; light 

flags extended
10-15 mph 16-24 km/hr moderate breeze Raises dust and loose paper; small branches 

moved.
15-20 mph 24-32 km/hr fresh breeze Small trees in leaf begin to sway; crested wavelets 

form on inland waters.
+20 mph > 32 km/hr strong breeze Large branches in motion; whistling heard in tele-

graph wires; umbrellas used with difficulty.
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URBAN WINDBREAK 
IMPACTS
Urban neighbourhoods with tall buildings are generally 

windier and more gusty than neighbourhoods with short-

er buildings because the larger surface area of the tall 

buildings intercepts wind from higher altitudes (moving at 

faster speeds), funnelling it downward towards the street 

or accelerating it between buildings. Buildings which in-

crease the surface area in the direction of the wind are 

more prone to increasing wind speeds at the street. 

Buildings which are oriented in the direction of the wind 

create less surface area and consequently have less wind 

impacts at the street. 

Generally speaking, buildings will slow down wind speeds 

in the immediate upwind zone and in the downwind zone 

for a distance of up to 6-8 times the height of the building.    

The wake zone for zero porosity structures like buildings 

can extend 8-30 times the height of a structure creating 

eddies and more intense turbulence. A 10-storey building 

(30m) can generate more turbulent wind speeds between 

0.25 - 1km on the downwind side (see Fig. 8). This zone 

can be characterized as being slightly more gusty winds 

with interspersed quiet periods. 

Of course buildings are 3 dimensional structures so while 

wind speeds can be reduced in the upwind and quiet 

zones, it does so at the expense of accelerating wind 

around the sides of the structure and between other tall 

buildings.  

Windbreak Diagram

Porosity Diagram

Figure 8. Windbreak Diagram and Porosity Diagram
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Downwash

The Corner Effect

The Wake Effect

Building Groupings

WIND IMPACTS FROM TALL BUILDINGS
There are a number of observed aerodynamic impacts 

from a new tall building in an urban setting including:

1. Downwash: Wind speed increases with the surface

area of the building (i.e. height and width) so when

a tower is exposed to wind, the pressure differential

between the top and the bottom of tower forces the

high pressure at the top down the windward face

increasing pedestrian wind speeds. The taller the

exposed face is, the higher the wind speed will be at

the base. Wind speeds increase with altitude in cities

so the tower funnels the higher wind velocities to the

base of the building. Stepback at the base of towers

direct the downdraft on to the raised podium of the

building reducing the impacts at the street. Te pro-

posed building has been designed with a stepback at

the street to will receive the bulk of this downwash.

2. The corner effect: at the windward corners of build-

ings there can be unexpected increases in wind

speeds as wind forces around the windward corners

from high pressure on the windward face to low pres-

sure on the lee side. Some of the ways to decrease

this impact is to create pyramidal height steps which

increases the surface area of the edges. This has been

designed into the proposed tower.

3. The Wake Effect: Wake is generally caused by both

the downwash and corner effect. The greatest impact

area occurs within an area of direct proportion to the

tower height and width on the lee side of the wind.

Impacts are minimized by creating a stepback base on

the building.

Building Groups: The effects that occur individually 

around buildings cannot be applied directly to groups 

of buildings. The cumulative effect of many clustered 

tall buildings, like in this situation, can create a wide 

range of different wind scenarios that must be mod-

elled as a group to understand the cumulative impacts.  
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WIND & SNOW IMPACTS 
FROM THE WAVERLEY 
INN EXPANSION
To simulate the impacts of different wind conditions and 

directions on the building, Fathom employed a CFD simu-

lation (Computational Fluid Dynamics) to model the wind 

impacts at different times of the year. The CFD was con-

structed using Ansys Discovery which is a platform com-

monly used for wind and fluid simulations. CFD simula-

tions are now being widely used for the prediction and 

assessment of pedestrian wind comfort environments and 

high-rise building aerodynamics. There are various types 

of wind analysis that can be carried out using CFD and they 

provide a high predictive qualitative assessment but more 

detailed quantitative assessments still employ wind tun-

nels to measure more accurate wind speeds. Wind tunnels 

require the construction of scaled physical models and are 

still time consuming and expensive. 

Results from CFD wind simulation are considered to be a 

reliable sources of quantitative and qualitative data and 

are frequently used to make important design decisions. 

For this wind assessment a CFD model was employed using 

the latest August 2020 model of the of the building (simpli-

fied to reduce modelling complexity) and the digital build-

ing and terrain data from the city.

The wind direction and wind speed data was used from the 

data acquired at the Shearwater airport and described in 

the earlier section of this report. To keep the model simple 

(CFD are notoriously complicated simulations), trees were 

not modeled and building details like decks and windows 

were not included. The CFD simulations were run at 6’ (2m) 

off the ground to simulate street conditions. The wind 

speeds were sensitivity tested in the model using 20 mph 

and 30 mph starting wind speeds and there was very little 

variation in the simulation. For this reason a 20 mph start-

ing wind speed was used for the modelling.

WIND IMPACTS: NORTH WIND (FIG 12)
In the wind frequency analysis, winds from the north fare 

relatively infrequent but sometimes occur in the winter and 

spring. North originating winds are very infrequent in the 

summer and fall. During the winter and spring, northerly 

wind speeds from 15-20 mph occur only 2% of the time, 

and exceed 20 mph only 1% of the time.  The CFD simula-

tion was set at 20 mph for wind speed (yellow-orange) and 

the green, cyan and blue colours represent areas where 

the wind speeds will be reduced. Areas in orange and red 

are areas where wind speeds will be accelerated around 

buildings. 

When the winds come from the north, the L-configuration 

of the new Waverley Inn building, in combination with the 

Thompson building located at 1256 Barrington St., directs 

the winds down to the second storey podium and there are 

little to no impacts on the surrounding streets. The podium 

and roof of the historic Waverley Inn will see increased 

wind speeds compared with today and the structural as-

sessment of the historic roof should take these additional 

wind speeds into consideration. Filling the gap between the 

Waverley Inn and the neighbouring 6-7 storey Thompson 

building will reduce wind speeds on Barrington Street that 

otherwise would have funnelled between the two build-

ings. The dark blue areas are the wind shadows created by 

the building where wind speeds are rapidly reduced to 0 

mph due to the sheltering of the building. These are areas 

where snow drifting could potentially accumulate. When 

the wind comes from the north the southern areas of the 

building will have drifting snow accumulate. 

There will be increased wind speeds on the roofs of the 

properties to the immediate north of the new building but 

no noticeable impacts on the street and sidewalk condi-

tions.   

11tel. +902 461 2525  l web: www.fathomstudio.ca
Figure 12. Urban Windbreaks



M/S

13.69

12.16

10.64

9.12

7.60

6.08

4.56

3.04

1.52

0.00

MPH

30

28

23.8

20

17

13

10

6.7

3.3

0.00

North Winds occur mainly from 

the fall to spring. When they 

occur, they have moderate wind 

speeds

NORTH

FIG 12. NORTH WIND

M/S

13.69

12.16

10.64

9.12

7.60

6.08

4.56

3.04

1.52

0.00

MPH

30

28

23.8

20

17

13

10

6.7

3.3

0.00

North-west winds occur mainly 

from the fall to spring and are 

more frequently than north 

winds. When they do, they 

have some of the highest wind 

NORTH

FIG 13. NORTH-WEST WIND

12

WAVERLY INN: WIND STUDY



M/S

13.69

12.16

10.64

9.12

7.60

6.08

4.56

3.04

1.52

0.00

MPH

30

28

23.8

20

17

13

10

6.7

3.3

0.00

western winds occur mainly 

during to fall to spring and can 

be strong in the winter and fall. 

NORTH

FIG 14. WEST WIND

M/S

13.69

12.16

10.64

9.12

7.60

6.08

4.56

3.04

1.52

0.00

MPH

30

28

23.8

20

17

13

10

6.7

3.3

0.00

South-west winds occur 

throughout the year can be the 

strong in the spring and fall.

NORTH

FIG 15. SOUTH-WEST WIND

13tel. +902 461 2525  l web: www.fathomstudio.ca



WIND IMPACTS: NORTH-WEST WIND (FIG 13)
Prevailing winds coming form the north-west occur from 

the fall through until the spring and are more frequent 

than winds coming from the north. The strongest winds 

occur in the winter from this direction. Based on an annual 

average, wind ranging 15-20 mph will occur 2.5% of the 

time and reach >20 mph 1.5% of the time. The CFD simula-

tion was set at 20 mph for wind speed (yellow-orange) and 

the green, cyan and blue colours represent areas where 

the wind speeds will be reduced. Areas in orange and red 

are areas where wind speeds will be accelerated around 

buildings. 

Winds speeds will be somewhat reduced on the east sides 

of the Waverley Inn development and the Thompson build-

ing, and like before, the removal of the parking lot will re-

duce wind speeds on Barrington Street. As configured, the 

addition nestles in between the Thompson Building and 

the Letson Court Building between the wind shadow of 

both buildings. Winds from the north-west will have very 

little impact on existing conditions as compared to today. 

The simulation suggests that based on dark blue areas of 

wind shadow, snow will accumulate on the south side of 

Letson Court more-so than today. There will be windier 

conditions on the roof of the Thompson Building. There will 

also be drifting snow on the second storey roof podium of 

the new building and some additional snow drifting on the 

immediate sidewalk on Barrington near the current park-

ing lot. 

WIND IMPACTS: WEST WIND (FIG 14)
Western prevailing winds occur from the fall to spring and 

rarely during the summer.  Based on a yearly average, 2% 

of the time wind range 15-20 mph from the west and oc-

curs 1% of the time exceeding 20 mph. The strongest pre-

vailing winds occur during the winter. 

The CFD simulation was set at 20 mph for wind speed (yel-

low-orange) and the green, cyan and blue colours repre-

sent areas where the wind speeds will be reduced. Areas 

in orange and red are areas where wind speeds will be 

accelerated around buildings. In all directions surrounding 
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the building winds will not be increased at the surrounding 

street levels as a result of the infill. There could be addition-

al snow drifting in the Letson Court parking lot. 

WIND IMPACTS: SOUTH-WEST WIND (FIG 15)
South-west winds are frequent throughout the year and the 

strongest winds occur mostly in the spring and fall. Based 

on a yearly average, winds ranging 15-20 mph occur 1.5% 

of the time and reach >20 mph 1% of the time. The CFD 

simulation was set at 20 mph for wind speed (Yellow-or-

ange) and the green, cyan and blue colours represent areas 

where the wind speeds will be reduced. Areas in orange 

and red are areas where wind speeds will be accelerated 

around buildings. 

Wind coming from south-west will have little to no impacts 

on the surrounding streets and will actually improve condi-

tions as compared with the open parking lot by the Waver-

ley today (south-west winds funnel between the Thompson 

Building and the Waverley Inn most when they come from 

the southwest direction). The rearyard podium will experi-

ence some down-draft conditions when winds come from 

the south-west. 

WIND IMPACTS: SOUTH WIND (FIG 16)
Prevailing winds coming from the south occur year-round 

and are felt the most in the spring and fall. In the summer 

months these winds are usually only felt from the south. 

Based on a yearly average wind reaching 15-20 mph occur 

1.5% a year and reach 20 >mph 0.5% a year. The CFD simu-

lation was set at 20 mph for wind speed (yellow-orange) 

and the green, cyan and blue colours represent areas 

where the wind speeds will be reduced. Areas in orange 

and red are areas where wind speeds will be accelerated 

around buildings. 

The simulation indicates that the Waverley Inn develop-

ment could increase wind speeds across the street on Bar-

rington Street as a result of the addition directly across the 

street from the historic hotel. However, since south origin-

ating winds  dont occur frequently in the winter in Halifax,  

(0.5%) of the time, there will not be frequent impacts from 

this direction. 

WIND IMPACTS: OTHER DIRECTIONS
Similarly to the directions presented above, winds from 

other directions (10-170 degrees) are infrequent enough 

that they will have very little impact as a result of the new 

Waverley Inn development. Strong storms that come from 

the north-east (nor-easters) and from the east are usually 

very windy storms and the streets would already be very 

windy for storms from these directions.  

HUMAN THERMAL 
COMFORT
Human comfort in an outdoor space is dependant on a 

number of variables including wind speed, activity level 

(sitting, walking, running), long-wave radiation (sunlight 

emitted from the sun), temperature, shortwave radiation 

(heat emitted from surrounding buildings and site fea-

tures), clothing level (partially to fully clothed), and relative 

humidity. The combination of variables can be very com-

plex on any site leading to a wide range of human thermal 

comfort outcomes. But many cities have developed criteria 

of comfort based on wind alone to determine relative com-

fort levels in different wind conditions. 

LAWSON WIND CRITERIA.
Lawson criteria, are a series of comfort criteria categories 

that quantify the worst wind conditions that most passers-

by will consider acceptable. Levels of pedestrian comfort 

strongly depend on individual activity when they are sit-

ting, standing, walking or running. Someone sitting is un-

comfortable in lower wind speeds than someone running 

or jogging. The comfort level also depends on the amount 

of time that the person experiences the windy conditions. 

Generally, the Lawson model assumes that the wind 

speeds are exceeded less than 5% of the time (3 minutes 
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per hour). The Lawson criteria can be divided into a range 

of activity criteria comfort levels depending on wind speed.

In our wind simulations, wind speeds which do not ex-

ceed 4 m/s (blue to cyan in our wind plots) are generally 

comfortable for sitting. Once the color changes to green 

(6m/s) the areas are comfortable for standing but a little 

uncomfortable for sitting. Once the colour reaches yellow 

in our plots (8 m/s), the area is comfortable for strolling but 

a little uncomfortable for sitting or standing.  Once wind 

speeds reach orange in our plots (10 m/s), the areas are 

comfortable for brisk walking. If the 10 m/s wind speed is 

sustained for more than 3-5 minutes it could start to get 

uncomfortable even brisk walking. At wind speeds over 15 

m/s for more than a minute (red in our plots), it is unsafe 

for elderly frail people. Once wind speeds exceed 20 m/s 

for more than a minute, it is unsafe and uncomfortable for 

many people. 

CONCLUSIONS
The proposed 10-storey development sits in the wind shad-

ow of the two existing nearby buildings (6 storey Thomp-

son Building and the 8-9-storey Letson Court Building). The 

new addition will in some cases improve the wind condi-

tions on Barrington Street due to the current funnelling in 

the Waverley Inn parking lot. There will be some stronger 

winds at the roof level of some of the nearby buildings to 

the north (including the historic Waverley building) and 

there will be some very infrequent windier conditions on 

the opposite side of Barrington Street when winds come 

from the south. When winds come from the north, there 

will be some down-wash winds onto the 2-storey podium 

of the new building.    
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2-5 MPH 5-7 MPH 7-10 MPH 10-15 MPH 15-20 MPH >20 MPH Direction Total

0 0.57 0.416 0.436 0.975 0.446 0.298 3.141

10 0.33 0.295 0.323 0.674 0.27 0.166 2.058

20 0.382 0.311 0.326 0.609 0.225 0.113 1.966

30 0.396 0.281 0.277 0.475 0.15 0.055 1.634

40 0.417 0.315 0.252 0.383 0.119 0.064 1.550

50 0.399 0.328 0.233 0.351 0.118 0.061 1.490

60 0.417 0.275 0.228 0.358 0.122 0.054 1.454

70 0.4 0.269 0.222 0.39 0.168 0.134 1.583

80 0.385 0.242 0.245 0.497 0.246 0.189 1.804

90 0.573 0.402 0.381 0.843 0.39 0.315 2.904

100 0.437 0.336 0.323 0.596 0.289 0.174 2.155

110 0.452 0.348 0.292 0.549 0.228 0.168 2.037

120 0.515 0.352 0.264 0.416 0.159 0.138 1.844

130 0.441 0.316 0.248 0.352 0.126 0.107 1.590

140 0.461 0.319 0.269 0.364 0.13 0.117 1.660

150 0.488 0.375 0.292 0.376 0.118 0.114 1.763

160 0.609 0.564 0.474 0.578 0.153 0.107 2.485

170 0.631 0.601 0.588 0.75 0.15 0.094 2.814

180 0.914 0.903 0.813 1.182 0.243 0.138 4.193

190 0.695 0.696 0.66 0.989 0.22 0.12 3.380

200 0.822 0.767 0.733 1.092 0.286 0.17 3.870

210 0.803 0.736 0.675 1.04 0.345 0.215 3.814

220 0.77 0.751 0.736 1.196 0.378 0.241 4.072

230 0.721 0.828 0.747 1.119 0.32 0.186 3.921

240 0.651 0.66 0.588 0.812 0.226 0.114 3.051

250 0.525 0.571 0.561 0.786 0.247 0.139 2.829

260 0.433 0.43 0.469 0.774 0.285 0.187 2.578

270 0.546 0.502 0.500 0.995 0.421 0.285 3.249

280 0.367 0.336 0.399 0.837 0.403 0.308 2.650

290 0.433 0.420 0.428 0.967 0.477 0.334 3.059

300 0.487 0.464 0.433 0.946 0.448 0.312 3.090

310 0.564 0.516 0.476 0.966 0.464 0.253 3.239

320 0.644 0.589 0.550 1.083 0.471 0.273 3.610

330 0.616 0.487 0.425 0.889 0.381 0.238 3.036

340 0.549 0.411 0.405 0.874 0.405 0.274 2.918

350 0.450 0.352 0.332 0.750 0.381 0.263 2.528

Total 19.293 16.764 15.603 26.833 10.008 6.518

Shearwater All Year Windrose

0000001
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Direction Calm 2 2-5 MPH 5-7 MPH 7-10 MPH 10-15 MPH 15-20 MPH >20 MPH Direction 
Total

0 3.78 0.417 0.302 0.439 1.314 0.83 0.789 4.091

10 0.272 0.283 0.454 0.901 0.536 0.517 2.963

20 0.328 0.32 0.417 0.972 0.57 0.264 2.871

30 0.357 0.246 0.302 0.663 0.249 0.101 1.918

40 0.406 0.376 0.354 0.555 0.197 0.104 1.992

50 0.35 0.346 0.328 0.395 0.175 0.208 1.802

60 0.476 0.32 0.279 0.529 0.272 0.093 1.969

70 0.357 0.298 0.283 0.704 0.436 0.275 2.353

80 0.38 0.335 0.29 0.83 0.447 0.458 2.740

90 0.64 0.622 0.476 1.407 0.808 0.607 4.560

100 0.439 0.406 0.413 0.946 0.666 0.398 3.268

110 0.413 0.465 0.32 0.793 0.558 0.391 2.940

120 0.529 0.409 0.309 0.514 0.29 0.261 2.312

130 0.469 0.365 0.391 0.395 0.182 0.127 1.929

140 0.424 0.346 0.32 0.436 0.149 0.138 1.813

150 0.443 0.357 0.346 0.476 0.097 0.127 1.846

160 0.495 0.543 0.532 0.942 0.168 0.108 2.788

170 0.454 0.532 0.685 1.091 0.227 0.074 3.063

180 0.558 0.718 0.696 1.4 0.391 0.194 3.957

190 0.439 0.532 0.614 1.053 0.253 0.156 3.047

200 0.525 0.607 0.603 1.161 0.342 0.153 3.391

210 0.413 0.584 0.648 0.912 0.331 0.201 3.089

220 0.376 0.655 0.994 0.339 0.16 2.524

230 0.398 0.558 0.432 0.811 0.316 0.115 2.630

240 0.395 0.354 0.421 0.614 0.275 0.104 2.163

250 0.35 0.391 0.402 0.625 0.235 0.078 2.081

260 0.298 0.342 0.328 0.629 0.29 0.145 2.032

270 0.287 0.361 0.402 0.826 0.283 0.279 2.438

280 0.242 0.231 0.324 0.637 0.354 0.383 2.171

290 0.328 0.313 0.313 0.752 0.428 0.309 2.443

300 0.339 0.346 0.324 0.785 0.369 0.246 2.409

310 0.395 0.361 0.316 0.774 0.421 0.186 2.453

320 0.402 0.38 0.376 0.975 0.398 0.197 2.728

330 0.398 0.35 0.249 0.819 0.484 0.298 2.598

340 0.387 0.302 0.354 0.946 0.622 0.614 3.225

350 0.342 0.294 0.361 0.737 0.573 0.696 3.003

Total 14.521 14.55 14.101 29.313 13.561 9.554

Shearwater April Windrose

0000001
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Direction Calm 2
2-5 MPH 5-7 MPH 7-10 MPH 10-15 MPH 15-20 MPH >20 MPH Direction 

Total
0 7.09 0.4 0.224 0.244 0.397 0.068 0.034 1.367

10 0.227 0.18 0.187 0.271 0.014 0.003 0.882

20 0.258 0.193 0.146 0.197 0.034 0.01 0.838

30 0.248 0.197 0.122 0.149 0.034 0.007 0.757

40 0.332 0.136 0.061 0.105 0.02 0.003 0.657

50 0.309 0.126 0.061 0.105 0.007 0 0.608

60 0.292 0.122 0.081 0.115 0.024 0 0.634

70 0.38 0.136 0.132 0.234 0.034 0.007 0.923

80 0.37 0.237 0.261 0.441 0.153 0.027 1.489

90 0.695 0.499 0.499 0.828 0.156 0.017 2.694

100 0.567 0.522 0.383 0.522 0.092 0.017 2.103

110 0.695 0.522 0.329 0.353 0.047 0 1.946

120 0.811 0.546 0.319 0.275 0.075 0.003 2.029

130 0.723 0.553 0.278 0.234 0.027 0.01 1.825

140 0.858 0.577 0.383 0.217 0.037 0.007 2.079

150 0.899 0.638 0.414 0.329 0.041 0.007 2.328

160 1.208 1.214 0.919 0.617 0.027 0.02 4.005

170 1.35 1.099 1.153 1.011 0.037 0.027 4.677

180 1.998 1.832 1.781 1.594 0.109 0.014 7.328

190 1.54 1.499 1.323 1.448 0.126 0.027 5.963

200 1.747 1.666 1.282 1.56 0.173 0.041 6.469

210 1.737 1.56 1.15 1.16 0.149 0.044 5.800

220 1.577 1.35 1.347 1.781 0.204 0.02 6.279

230 1.306 1.482 1.119 1.174 0.115 0.027 5.223

240 1.167 1.038 0.716 0.797 0.112 0.01 3.840

250 0.845 0.767 0.699 0.6 0.085 0.003 2.999

260 0.607 0.475 0.458 0.444 0.068 0.014 2.066

270 0.824 0.512 0.407 0.387 0.078 0.020 2.228

280 0.407 0.275 0.248 0.258 0.078 0.017 1.283

290 0.475 0.421 0.271 0.417 0.088 0.014 1.686

300 0.597 0.380 0.261 0.444 0.085 0.003 1.770

310 0.550 0.499 0.329 0.370 0.071 0.027 1.846

320 0.668 0.546 0.336 0.434 0.085 0.034 2.103

330 0.512 0.360 0.234 0.370 0.095 0.031 1.602

340 0.424 0.282 0.244 0.353 0.088 0.027 1.418

350 0.309 0.227 0.193 0.332 0.081 0.024 1.166

Total 27.912 22.892 18.37 20.323 2.817 0.596
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Proposed Public Benefit Contribution:  
 
Section 12(7) of the Downtown Halifax Land Use By-law lists the available public benefit options for this 
type of application. For this particular development, category (a) where the development includes a 
registered heritage property which is to be maintained, the preservation or enhancement of the heritage 
resource, has been selected. The intention is to restore and preserve aspects of the original Waverley 
Inn Hotel building as indicated on the Certificate of Appropriateness previously issued by the 
Municipality (H-800-007) and attached below. 
 
Proposed Benefit Value 
 
The invoices for the preservation and enhancement of the heritage resource have been provided as part 
of this Public Benefit submission. The cost to prepare for and undergo the restoration of the original Inn 
structure is in excess of $1,250,000, which exceeds the calculated value for post-bonus FAR in the land 
use by-law.  By restoring the original Inn structure, Sterling Hotel Limited has invested in the downtown 
by significantly improving the look and feel of the streetscape on the immediate block, as well as for the 
downtown core. If there are any further comments or concerns with regard to this proposed public 
benefit, please do not hesitate to contact me. 
 
Sincerely,  
 
Chris Markides 
zzap Consulting Inc.  
E: chris@zzap.ca 
 
Encl. Invoices and Certificate of Appropriateness for Heritage Restoration work 

  

Factor #1: 2,915.99 m2 

Factor #2: 0.20 

Factor #3: $258 

Public Benefit Value: (2,915.99 m2) x (0.20) x ($258/m2) = 
$150,465.24 
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