HALlFAX Approved Application

Building or Project Name (if applicable)
Tudor Suites

Street Number Street Name Suite/Unit Number
29 Stephs Street

Community

Bedford

Other Location Information if required (please show on site plan)

Associated permits numbers (i.e. encroachment, grade alteration, building etc.) Estimated project start date /end

BPCOM-2025-17770 date
April 2026 - November 2027

ANTICIPATED NOISE EVENT(S)

Describe the activity, including the type of noise impacts, and duration of the expected after/before hours noise events.

Concrete finishing of poured structural slab. A crew of workers will be communicating amongst
themselves and using small equipment and lights to place and finish the curing concrete.

REASON FOR EXEMPTION

Description of why noise within the prohibited hours of the N-200 By-law is required.

When pouring a structural slab, a large number of cement trucks are required. By the time all
cement trucks have arrived, and all concrete is poured to slab via a pump truck, placement and
finishing will require another few hours (plus or minus; weather depending). This could put us past
the approved hours depending on the pour size.




HALIFAX Application

Describe what site-specific steps you will take to reduce the impact of the noise. (i.e. measures could include locating
construction equipment away from residences, discouraging queuing of vehicles prior to site opening etc.)

Cement trucks are booked for first thing in the morning and organized to the best of our ability so
that we do not have downtime between concrete deliveries. We split the pouring of larger slabs over
2 days to decrease the size of the area to place and finish, based on approval by the structural

engineer.

Idling during wait times is a maximum of 3 minutes, unless it is required for the vehicle to perform a
duty.

Loud music and yelling/shouting is monitored and will be dealt with immediately if such situation
arises.

Vehicles and Equipment will be staged within our site. Our lot next door (77 Stephs st) is being used
for laydown and storage and can be used as a back up should congestion occur.

MITIGATION MEASURES - EQUIPMENT

Describe what equipment related steps you will take to reduce the impact of the noise. (i.e. measures could include sound
barriers to muffle generators, scheduled inspections of equipment’s condition etc.)

All onsite equipment is subjected to regular and scheduled inspections.

Idling during wait times is a maximum of 3 minutes, unless it is required for the vehicle to perform a
duty.

Equipment being used:
2 - 36" Bartell Rideons BXR 836
2 - 36" Bartell Walk Behinds




HALIFAX Application

Describe what other steps you will take to reduce the impact of the noise. (i.e. measures could include training, schedule
after hours truck routes, solid hoarding and other measures not otherwise listed.)

Site management and housekeeping are reviewed daily to ensure compliance and improvements
made when necessary. A certified safety officer will conduct site reviews regularly.

Deliveries and waste management are carefully scheduled to avoid conflicts and site congestion.

Equipment on site to be:
Equipped with the appropriate manufacturer's noise reduction device(s), including, but not limited to,
a manufacturer's muffler (or equivalently rated material) that is free of rust, holes and exhaust leaks.

Engines housing doors of internal combustion engines are kept closed. You can also use
noise-insulating material mounted on the engine housing as long as it does not interfere with the
manufacturer's guidelines for engine operation or exhaust.

The responsible party shall further reduce noise by operating the device at lower engine speeds
during the work to the maximum extent possible.

Portable compressors, generators, pumps and other such devices should be covered with
noise-insulating fabric to the maximum extent possible that does not interfere with the
manufacturer's guidelines for engine operation or exhaust, and shall further reduce noise by
operating the device at lower engine speeds during the work to the maximum extent possible.

FOR OFFICE USE ONLY

Reviewed By Approved By Date Approved
Adrian Cleveland Adrian Cleveland 6/11/26




	Construction Noise Exemption Requirements
	The “Construction Noise Exemption Application” should be submitted for an exemption as early as possible (i.e. at time of construction permit application), this will allow future noise events to be approved by HRM in a timely manner.
	The “Noise Event Request” form shall be submitted a minimum of five (5) business days prior to the event.
	The “Notice to Residents and Businesses” template shall be used as the written notice and delivered to properties within 30m of the construction site / noise event.

	Construction Noise Exemption Application

	Building or Project Name if applicable: Tudor Suites
	Street Number_2: 29
	Street Name_2: Stephs Street
	SuiteUnit Number_2: 
	Community: Bedford 
	Other Location Information if required please show on site plan: 
	Associated permits numbers ie encroachment grade alteration building etc: BPCOM-2025-17770
	Estimated project start date  end date: April 2026 - November 2027
	Describe the activity including the type of noise impacts and duration of the expected afterbefore hours noise events: Concrete finishing of poured structural slab. A crew of workers will be communicating amongst
themselves and using small equipment and lights to place and finish the curing concrete.
	Description of why noise within the prohibited hours of the N200 Bylaw is required: When pouring a structural slab, a large number of cement trucks are required. By the time all cement trucks have arrived, and all concrete is poured to slab via a pump truck, placement and finishing will require another few hours (plus or minus; weather depending). This could put us past the approved hours depending on the pour size.
	Describe what sitespecific steps you will take to reduce the impact of the noise ie measures could include locating construction equipment away from residences discouraging queuing of vehicles prior to site opening etc: Cement trucks are booked for first thing in the morning and organized to the best of our ability so that we do not have downtime between concrete deliveries. We split the pouring of larger slabs over 2 days to decrease the size of the area to place and finish, based on approval by the structural
engineer.

Idling during wait times is a maximum of 3 minutes, unless it is required for the vehicle to perform a
duty.

Loud music and yelling/shouting is monitored and will be dealt with immediately if such situation
arises.

Vehicles and Equipment will be staged within our site. Our lot next door (77 Stephs st) is being used for laydown and storage and can be used as a back up should congestion occur.  
	Describe what equipment related steps you will take to reduce the impact of the noise ie measures could include sound barriers to muffle generators scheduled inspections of equipments condition etc: All onsite equipment is subjected to regular and scheduled inspections.

Idling during wait times is a maximum of 3 minutes, unless it is required for the vehicle to perform a
duty.

Equipment being used:
2 - 36" Bartell Rideons BXR 836
2 - 36" Bartell Walk Behinds
	Describe what other steps you will take to reduce the impact of the noise ie measures could include training schedule after hours truck routes solid hoarding and other measures not otherwise listed: Site management and housekeeping are reviewed daily to ensure compliance and improvements
made when necessary. A certified safety officer will conduct site reviews regularly.

Deliveries and waste management are carefully scheduled to avoid conflicts and site congestion.

Equipment on site to be:
Equipped with the appropriate manufacturer's noise reduction device(s), including, but not limited to, a manufacturer's muffler (or equivalently rated material) that is free of rust, holes and exhaust leaks.

Engines housing doors of internal combustion engines are kept closed. You can also use noise-insulating material mounted on the engine housing as long as it does not interfere with the manufacturer's guidelines for engine operation or exhaust.

The responsible party shall further reduce noise by operating the device at lower engine speeds during the work to the maximum extent possible.

Portable compressors, generators, pumps and other such devices should be covered with noise-insulating fabric to the maximum extent possible that does not interfere with the manufacturer's guidelines for engine operation or exhaust, and shall further reduce noise by operating the device at lower engine speeds during the work to the maximum extent possible.
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	Approved By: Adrian Cleveland
	Date Approved_af_date: 6/11/26


